
 

 
 

LAMPIRAN - LAMPIRAN 

 

LISTING PROGRAM 

 

#include<Servo.h> 
 

Servo myservo1; 

Servo myservo2; 

Servo myservo3; 

Servo myservo4; 

Servo myservo5; 

const int pinIR = 8; 

void setup(){ 

myservo1.attach(7); 

myservo2.attach(6); 

myservo3.attach(5); 

myservo4.attach(4); 

myservo5.attach(3); 

myservo1.write(0); 

 myservo2.write(160); 

 myservo3.write(0); 

 myservo4.write(155); 

 myservo5.write(0); 

 Serial.begin(9600); 

 pinMode(pinIR, INPUT); 

} 

void loop(){ 

  int SensorIR = digitalRead(pinIR); 

  Serial.println(SensorIR); 

  if (SensorIR  == LOW ){ 

    delay (3000); 



 

 
 

 myservo1.write(8); 

  delay(1500); 

   myservo1.write(180); 

  delay(1500); 

  myservo1.write(8); 

  delay(1500); 

  myservo2.write(10); 

  delay(1000); 

   myservo2.write(180); 

  delay(1000); 

  myservo1.write(8); 

  delay(1500); 

   myservo1.write(180); 

  delay(1500); 

  myservo1.write(8); 

  delay(1500); 

   myservo3.write(0); 

  delay(1000); 

   myservo3.write(180); 

  delay(1000); 

   myservo3.write(0); 

  delay(1000); 

  myservo4.write(0); 

  delay(1000); 

  myservo4.write(155); 

  delay(1000); 

  myservo5.write(0); 

  delay(1000); 

  myservo5.write(150); 

  delay(1000); 

   myservo5.write(0); 



 

 
 

  delay(1000); 

  } 

  else{ 

myservo1.write(0); 

 myservo2.write(160); 

 myservo3.write(0); 

 myservo4.write(155); 

 myservo5.write(0); 

    } 

}



 

 
 



 

 
 



 

 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

HASIL TURNITIN ABSTRAK 

 



 

 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 



 

 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 



 

 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 



 

 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 


